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Ethernet Switch
Device

This quick start guide will help you set up your SW device so that you can quickly 
and easily begin experiencing the benefits of your Brainboxes Ethernet Switch.

Quick Start 
Guide

PW-650 USB
- Suitable for use with all 

SW-5XX products

Power Supply

Optional Accessory Items

PW-600 (UK/EU/US/AUS)
- Suitable for use with all 

SW products

Power Supply DIN Rail Mounting Kit

MK-048
- Suitable for use with SW-005, 

enables clip on DIN rail mounting



Hardware Specifications: SW-005

3 Ethernet ports

Moulded holes 
for wall mount 
or fix to DIN rail 
using optional 
MK-048 Clips

+5V to +30V Power Supply

Non conducting 
polyamide 
casing

2 Ethernet ports

Temperature 
range 
0ºC to +60ºC/ 
+32ºF to +140ºF



+5V to +30V Power Supply

Hardware Specifications: SW-5XX

Ethernet 
ports

Power LED
Integral DIN 
rail mount Redundant dual input

+5V to +30V Power Supply

Ventilation
Non conducting 
polyamide casing

Link/
activity LED

Temperature range 
-40ºC to +80ºC /-40ºF to +176ºF

Ground 
clip



Connecting device  

All SW devices can be connected to any power supply providing at least 1.1 
Watts of power at +5VDC to +30VDC. Alternatively PW-600 and PW-650 are 
optional power supplies that enable the device to be plugged into a standard 
power socket or powered via USB. 

PIN FUNCTION

1 -V

2 +VA

3 +VB

4 -V

5 Functional Earth

PIN FUNCTION

1 +V Power

2 -V Power

3 Functional Earth

1

2

3

SW-005:
The three pin power terminal block 
is removable. Power LED will light 
green when correctly connected.

SW-5XX:
The black numbered power terminal block is removable. Two separate 
sets of power supply inputs terminals are provided, one to +VA and -V 
and the other to +VB and -V. This provides redundancy; the second 
power supply automatically takes over in the event of a failure of the 
first one. If only one power supply is connected then the negative must 
be connected to one of the -V pairs. The positive can be connected to 
either the +VA or +VB pins. Power LED will light green when correctly 
connected.

Link/Activity LED Solid green Connection established

Flashing Green Data communication

Speed LED (SW-005 
& SW-504)

Green 100Base-Tx

Unlit 10Base-T

Mag Jack LEDs
All Ethernet ports are Auto 
MDIX and so straight through 
or crossover Ethernet cables 
can be used to connect to your 
Ethernet devices.
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